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• Rail Cutting is efficient thanks to the high power of the battery
(6 to 8 cuts per full charge)

• Activion technology ensures reduced noise emmisions, eliminates 
polluting gases and facilitates maintenance

• Perfect cutting accuracy and safety thanks to the no-disassembly turning system
• The work procedures are identical to those of thermal chainsaws
• Built-in electronic safety device to prevent misuse 

(uncoupling of the vice, misalignment of the chainsaw)

Scan QR Code
for more info:

Battery specifications

Embedded energy 1,404 Wh
Voltage   46.8 V
Battery capacity  30 Ah
Mass   21,16 lbs (9.6 kg)
Operating temp  -4 to 104 F (-20 to +40 C)
Storage temp  -4 to 140 F (-20 to +60 C)
Charging temp  32 to 122 F (0 to +50 C)
Charging time  2 h 30 m

Rail saw specifications

Start   Immediate start with
   On/Off button
Power max  9,5 hp (7 kW)
Cutting time  75-90 s
Mass   46,5 lbs (21 kg)
Sound level  (Laeq) 95 dB(A)
   (Lwa) 109 dB(A)
Number of cuts  6 to 8 cuts
   according to conditions
Dimensions  38.9 / 13.1 / 17.1 in
(L x W x H)  990 / 333 / 435 mm


